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Modeling of Magnetorheological
Fluids by the Discrete Element
Method
Magnetorheological (MR) fluids are fluids whose properties vary in response to an
applied magnetic field. Such fluids are typically composed of microscopic iron particles
( 1 20 lm diameter, 20 40% by volume) suspended in a carrier fluid such as min-
eral oil or water. MR fluids are increasingly proposed for use in various mechanical sys-
tem applications, many of which fall in the domain of tribology, such as smart dampers
and clutches, prosthetic articulations, and controllable polishing fluids. The goal of this
study is to present an overview of the topic to the tribology audience, and to develop an
MR fluid model from the microscopic point of view using the discrete element method
(DEM), with a long range objective to better optimize and understand MR fluid behavior
in such tribological applications. As in most DEM studies, inter-particle forces are deter-
mined by a force-displacement law and trajectories are calculated using Newton’s sec-
ond law. In this study, particle magnetization and magnetic interactions between
particles have been added to the discrete element code. The global behavior of the MR
fluid can be analyzed by examining the time evolution of the ensemble of particles. Micro-
scopically, the known behavior is observed: particles align themselves with the external
magnetic field. Macroscopically, averaging over a number of particles and a significant
time interval, effective viscosity increases significantly when an external magnetic field is
applied. These preliminary results would appear to establish that the DEM is a promising
method to study MR fluids at the microscopic and macroscopic scales as an aid to tribo-
logical design. [DOI: 10.1115/1.4006021]
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1 Introduction
Magnetorheological (MR) fluids have been in existence for
many decades, the first US patent being generally attributed to
Rabinow in 1947 as discussed by Carlson [1]. Until quite recently,
this technology has been called a ‘laboratory curiosity,’ with
descriptions and articles in popular science magazines, but few, if
any, actual technical applications. However, in the 1980s,
researchers began to develop MR fluids as commercial products,
and since that time devices using this technology have increas-
ingly been put into use.
The most common tribology-based application has been the
‘smart damper’ in vehicles [2], or building systems [3], as well as
idealized control system devices [4]. The basic principle of use is
by changing the effective viscosity of the damping fluid, the
damping coefficient can be changed, and thus the system behavior
optimized. Other applications are smart clutches whose power
transmissibility can be changed rapidly in response to operating
conditions [5], and smart brakes [6]. There has recently been con-
siderable interest in the use of magnetorheological fluids for pros-
thetic joints [7,8] and even limbs [9] for the case of severely
injured patients. There has been a recent explosion of literature on
MR applications; thus the set of articles cited is by no means com-
prehensive. Likewise, there are many other applications that have
little if anything to do with tribology such as haptics (tactile feed-
back technology such as for surgical training devices); and bullet
resistant vests which can change from soft and flexible for normal
conditions, to rigid in dangerous situations.
Magnetic fluids can be loosely categorized as MR fluids and
ferro fluids. Both contain ferromagnetic particles, but ferro fluid
particles are in the nanometer range (3–15 nm) while MR fluid
particles are of micrometer size (1–20 lm). In MR fluids, the mag-
netic moment of the particles is induced, while in ferro fluids the
magnetic moment is permanent. The latter are influenced by
Brownian motion, do not tend to agglomerate or form chains, and
do not tend to settle due to gravity. In MR fluids, additives to pro-
mote particle suspension are usually present in small amounts.
The basic phenomena in magnetorheology are related to con-
trolling the structure and properties of a fluid-particle mixture by
applying a magnetic field. The applied field polarizes the ferro
magnetic particles of the MR fluid, and thus induces a chainlike
agglomeration of particles in the direction of the magnetization
and gives rise to a significant effective viscosity increase. The
magnetic moment of particles is induced by the applied field and
the process of effective viscosity change is largely reversible.
A goal of the present paper is to propose a model for MR fluids
using the discrete element method (DEM) [10,11]. DEM is a
method for computing the motion of a large number of particles.
It is related to molecular dynamics but generally differentiated by
the size of the particles being larger. Large particles mean that
Brownian motion is not included, the particles have more inertia
and are likely to collide with one another, and angular momentum
of the particles may need to be considered.
Researchers have far more extensively studied an electrical ana-
log to MR fluids, namely, electrorheological (ER) fluids, generally
attributed first to Winslow in 1949 [12]. These fluids are well
described in the review article of Halsey [13]. A considerable
number of papers in the literature can be found on experiments
and simulation of the properties of ER fluids [14–19]. In many
ways the theoretical methodology of these papers is very similar
to that used here, but there are key differences to be discussed
below. Likewise, the global behavior between ER and MR fluids
exhibits key differences - both the model predictions and experi-
mentally determined behavior. An experimental and theoretical
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paper by Chen et al. from 1995 [20] uses a similar approach, other
than, of course, the differences in basic character between electric
and ferromagnetic field strengths. Likewise, qualitatively similar
macroscopic predictions are obtained.
The behavior of MR and ER fluids is commonly represented as
a Bingham fluid as described in the text of Bird et al. [21], Part 1 -
Fluid Mechanics. Tichy [22] describes some of the peculiarities of
this model in lubrication flow. Bird et al. [21] describe the Bing-
ham fluid as purely viscous (or generalized Newtonian). The shear
stress in a given direction on a given surface is linearly dependent
on the corresponding rate of strain (as in the Newtonian case),
however, there is a yield shear strength which must be overcome
by the magnitude of the extra stress tensor before flow begins. In
the case of MR fluids, this yield strength parameter depends on
the magnitude of the magnetic field.
The reader is referred to the work of Rankin et al. [23] for a
comprehensive discussion of the differences between MR and ER
fluids. MR fluids can exhibit field-induced shear of two orders of
magnitude larger than the ER fluids, which makes them more
promising for many applications. On the other hand, the relatively
large particle size and the high particle density make settling of
the particles an impediment to many possible applications. From a
modeling point of view, the nature of the field strengths in MR
and ER fluids are quite different. It is convenient to divide MR
fluids in three regimes of applied field strength. At low fields the
particle magnetization is linear and the calculation of forces is
analogous that of ER fluids. At the other extreme, the magnetiza-
tion is fully saturated, and the particles are simple dipoles of con-
stant strength. There is also, of course, an intermediate region
merging linearity to full saturation. The proposed DEM model
presented in this paper can be applied to MR fluids for the three
regimes of applied field strength.
Just as the literature on applications has grown immensely in
recent years, papers on the fundamentals of MR fluids have
appeared with increasing frequency, although lagging in number
far behind ER fluid papers. Some recent papers in several sub-
categories are mentioned briefly below to give the reader an idea
as to the nature of the field. However, this is not intended to be a
comprehensive bibliography. In the case of experimental papers,
de Vicente et al. [24] examine the effect of field strengthon flow
behavior - the competition between viscous and magnetization
effects. Field strength is described through the so-called Mason
number Ma (see below), a ratio of viscous shear stress to effective
magnetic stress (proportional to the square of the magnetization).
Genc¸ and Phule´ [25] experimentally examine the effect of differ-
ent size iron particles. The effect of surface forces and surface-
active additives is examined by Klingenberg et al. [26]. Clarcq
et al. [27] conducted rheological experiments in dynamic mode at
very low strain to understand the influence of the structure on MR
rheology.
There is a considerable number of modeling papers in the litera-
ture which investigate the behavior of MR fluids from a micro-
structural perspective. The vast majority of such papers seem to
take the approach well-described in Bird et al. [28], Part 2-
Kinetic Theory, and Larson [29]. Very briefly, the idea is to ideal-
ize the non-Newtonian fluid as a Newtonian fluid solvent with a
solute microstructure. The microstructure generally consists of
particles (beads) possibly connected by rods or springs, subject to
forces and torques. The motion of these particles through an ideal-
ized surface within the fluid causes a momentum flux at the micro-
scale, which is interpreted as a stress at the continuum scale. A set
of coordinate values (e.g., bead position and spring orientation)
describes the system configuration. Typically, a distribution func-
tion is assumed for the configuration of the beads, and the global
stress is the integral of the local momentum times the distribution
function over all possible configurations. One might call these dis-
tributed microstructural models, as opposed to discrete models
which track the course of all individual particles.
In this fashion, Yi et al. [30] assume that the particles are mag-
netic dipoles aligned in straight chains across a shearing gap, and
calculate a yield strength assuming a normal distribution of chain
angles. The forces on the particles are determined from the classi-
cal electrodynamics equations for force on an independent mag-
netic dipole in a magnetic field. Furst and Gast [31] previously
applied the same general technique but used the force to shear a
chain of particles. The model of Jang et al. [32] uses a more so-
phisticated approach to calculating the interparticle forces, based
on a lattice model of the magnetic particles. Ginder and Davis
[33] calculated the interparticle forces and resulting shear stresses
in a MR fluid using a finite-element technique. The MR fluid was
modeled by infinite chains of spherical and magnetizable particles
aligned with a magnetic induction field. The study found that the
maximum shear strength of the MR fluid varies as the square of
the saturation magnetization of the particles, revealing a near in-
dependence of the stress on the magnetic induction at saturation.
In classifying the models of MR fluids, the distinguishing fea-
ture is not continuum versus microscale - virtually all models
other than Bingham deal with the microscale. The distinction is
rather: are the microscale models distributed or discrete. The pres-
ent literature investigation found far more models of the distrib-
uted type just described and relatively fewer DEM. Kroger et al.
[34] use a molecular dynamics approach to ferro fluids with nano-
scale particles, and a simple model of perfectly oriented particles
in the case of MR fluids without particle contact. In the closest to
the present study, a modified DEM method is used by Han et al.
[35]. They use a system of linear equations to account for the
magnetization of individual particles inthe presence of a uniform
field. They find visualizations similar to those of the present study,
but the predicted flow curves show a much more gradual trend
than the Bingham model. Finally, Melle et al. [36] use two-
dimensional discrete simulations neglecting particle inertia. They
find results similar to experiments in predicting the number of par-
ticles in chains, but do not produce stress-strain rate curves.
In this Introduction, some pertinent literature and background
have been discussed. In the next section, a description of typical
MR fluids and their behavior is presented and the discrete element
model of this study is examined. In Sec. 3, the present DEM
method is described. In Sec. 4, the simulations are discussed and
results presented, and conclusions presented in Sec. 5. As in the
case of many existing papers, we concentrate on conditions
approaching saturation magnetization, which produces off/on
behavior at low to moderate rates of shear.
2 MR Fluid Behavior
MR Fluids are composed of a high concentration of magnetiz-
able particles dispersed in a nonmagnetic carrier fluid. MR fluid
particle sizes typically range from 1–20 lm. Carrier fluids are
selected based on their viscosity, their temperature stability, and
their compatibility with other materials of the device. The most
common carrier fluids are hydrocarbon oils, silicon oils or simply
water. Additives have many purposes such as to inhibit particle
settling and agglomeration, reduce friction and prevent particle
oxidation.
The significant difference between iron particle density
(qp  7:5 g=cm3) and carrier fluid density (qf  1 g=cm3) makes
MR fluids susceptible to long-term separation. This phenomenon
may be accompanied by particle agglomeration, which means that
particles stick together in the absence of a magnetic field (due; for
example, to a small level of remnant magnetization in the par-
ticles). Additives improve stability and durability of MR fluids,
which is crucial in industrial applications.
Particles need to be ferromagnetic in order to be magnetizable
when a magnetic field is applied. When a ferromagnetic material
is placed in a magnetic field, each atom will behave as a magnet
and change its orientation following the magnetic field direction.
MR fluid particles are primarily of micrometer scale and are too
massive for Brownian motion to keep them suspended.
MR fluids respond to magnetic fields with a dramatic change in
rheological behavior. The fluid can rapidly and reversibly change
from a free-flowing liquid to a semisolid with controllable yield
strength when exposed to a magnetic field. When a magnetic field
is applied to MR fluids, particles in suspension move to form
chains parallel to the magnetic field. In the absence of magnetic
field, the particle distribution is random and homogeneous, Fig.
1(a) (upper left). When an external magnetic field H is applied in
the direction across the film, the ferromagnetic particles acquire a
dipole moment m, and the particles attract one another, Fig. 1(b)
(upper right). In the absence of shearing, stable chains form across
the film, Fig. 1(c) (middle left). In the presence of a surface shear
velocity V, the chains deform in shear, Fig. 1(d) (middle right);
eventually resulting in rupture, Fig. 1(e) (lower left). During
shear, the process of formation and rupture of chains is ongoing,
causing a significant increase in effective viscosity relative to that
of the carrier fluid. If the magnetization is removed, the particles
essentially move in the shearing direction, but with a random
component due to inter particle collisions and collisions with the
bounding wall, Fig. 1(f) (lower right). The process of applying
and removing the magnetic field is nearly reversible.
The model most commonly used to portray global MR fluid
continuum behavior is the so-called Bingham model, which can
be mathematically described by:
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s  s0 : g ¼ 1; s > s0 : g ¼ g0 þ
s0
_c
; skl ¼ g _ckl (2)
The symbols used are listed in the Nomenclature. In this complete
formulation of the model (not just in the case of simple uniform
shear), _c and s are the magnitudes (second invariants) of the rate-
of-strain and deviatoric stress tensors, respectively. If the intensity
of the stress state s is less than a ‘yield stress’ material parameter
s0, the material is essentially rigid, i.e., the viscosity is infinite,
g ¼ 1. If the stress exceeds the yield stress, the fluid flows in a
quasi-Newtonian manner with the viscosity g as shown. In simple
shearing flow the Bingham model simplifies to:
tx ¼ txðzÞ; _czx ¼
dtx
dz
; szx ¼ Fx
Az
; Az ¼ LxLy;
s ¼ jszxj; c ¼ j _czx j
_szx ¼ gð _cÞ _czx ¼
_czx
j _czx j
s0 þ g0 _czx
In the case of MR fluids, the flow threshold s0 ¼ s0ðHzÞ can be
seen at the micro scale as the shear resistance limit of the ensem-
ble particle chains per unit surface area. When s > s0 chains are
constantly in the process of breaking and reorganizing to form
new chains. In general, the higher the field intensity (up to satura-
tion), the greater the magnetic forces, and the greater the yield
stress. This behavior is portrayed schematically in Fig. 2. How-
ever, the behavior in experiments and the results of various mod-
els are quite variable. In some cases, the transition from solid-like
to fluid-like is far more gradual. In other cases, the transition is
sudden at saturation, but more gradual at lower magnetization.
3 DEMModel
Currently, the finite element method is most widely used to
study the behavior of mechanical systems, but, this method gener-
ally requires a continuum constitutive equation for material
behavior and is not normally used to investigate discrete micro-
scopic phenomena. This paper is not the proper forum to evaluate
numerical methods, but suffice it to say that DEM is becoming
Fig. 1 Particles in MR fluid. (a) upper left: no magnetic field, no shear - random distribution; (b) upper right:
field applied - magnetization of particles, interparticle forces; (c) middle left: field applied, formation of chains;
(d) middle right: shear applied, chains deform; (e) lower left: chains rupture in shear; (f) lower right: field
removed, particles move with shear.
widely accepted as an effective method to study discontinuous
behavior. As the study of particles in an MR fluid is essentially
discontinuous, we have chosen the DEM as a tool for the present
study.
The DEM model domain is composed of three layers, see
Fig. 3. The first layer is the upper plane wall which is motionless,
the second layer is the MR fluid with magnetic spherical particles
initially randomly placed therein, and the third layer is the lower
wall which slides in its own plane to incorporate the shearing
motion. The domain is limited by the two physical walls normal
to the z axis, and by two virtual walls normal to the y axis. Bound-
ary conditions are periodic in the x direction in order to mimic an
infinite flow field. The walls are likewise composed of slightly
larger spheres which facilitate the calculations and could represent
the wall roughness. The MR fluid in the middle layer contains a
carrier fluid in which the magnetic particles are suspended.
In brief overview, the DEM algorithm works as follows. The
starting point is an initial configuration of position xpi , velocity v
p
i ,
and angular velocity xpi , of solid particle i within the carrier fluid.
The imposed sliding velocity of the lower surface provides energy
and momentum to the system. The forces and moments are
summed on each solid particle of the MR fluid domain at time t,
yielding the particle linear and angular accelerations. The forces
and torques (moments) on the ith particle are due to (1) actual
contact between this and another particle: Fci and T
c
i , (2) the vis-
cous fluid: Fvi and T
v
i , and (3) magnetism: F
m
i and T
m
i :
€xpi ¼ _vpi ¼
1
mp
ðFci þ Fti þ Fmi Þ; _xpi ¼
1
Ip
ðTci þ Tti þ Tmi Þ (4)
The volume of a spherical particle is Vp ¼ ð4=3ÞpR3p, the mass is
mp ¼ qpVp and the mass moment of inertia is Ip ¼ ð2=5ÞmpR2p.
The superscript ‘dot’ signifies derivative with respect to time. The
accelerations are integrated using a standard Verlet algorithm [37]
to produce updated velocities and positions at tþ Dt. The contact
of the particles of the MR fluid layer with the particles of the wall
produces a force with a shear component Fx, which, in turn causes
a spatial average shear stress szx and an effective viscosity g:
szx ¼ Fx
Az
; Az ¼ LxLy; _czx ¼
Vx
Lz
; g ¼ szx
_czx
(5)
At the beginning of the simulations, the shear stress and viscosity of
Eq. (5) vary with time, exhibiting both rapid fluctuations due to parti-
cle collisions and a general drift toward a steady state value. After a
period of time, spatial and temporal averaged behavior is reached
(although fluctuations persist) and the effective viscosity as a function
of average rate of shear is determined. Note that this effective viscos-
ity g _c
 
is not necessarily exactly the same as the ‘true’ viscosity of
Eq. (2), but this sort of distinction is for formal rheology papers.
The contact forces and the characteristics of the DEM model in dry
nonmagnetic conditions have been well described in previous papers
such as Refs. [10] and [11] and will be briefly reprised. After the
small increment of time in the simulations Dt, the updated particle
positions may indicate actual contact interference of particle i with
particles j to nc. The interaction contact forces F
c
ij have components in
the normal and tangential directions enij and e
t
ij. The magnitude
depends on the interference between two spheres d multiplied by an
elastic stiffness coefficient k, and its rate of change _d multiplied by a
damping coefficient. The contact forces and torques are thus:
Fci ¼
Xnc
j
Fcnij e
n
ij þ Fctij etij
 
; Fcnij ¼ kdij  2a
ﬃﬃﬃﬃﬃﬃﬃﬃ
kmij
p
_dij;
Fctij ¼ 6CfrFcnij ; Tci ¼
Xnc
j
Rpe
n
ij
 
 Fctij etij
  (6)
The value of the coefficient of friction Cfr used in the simulations
is 0.03, and value of the plus/minus function is determined by the
direction of the relative velocities. For simplicity, the stiffness can
be thought of as equivalent to the elastic modulus times the parti-
cle radius k ¼ EYRp. The discrete simulations are dimensionless,
and equivalence between them and the continuum model must be
established. Within the discrete simulations, a characteristic time
scale of the inter-particle contacts is tc ¼ R
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
qs=EY
p
and likewise
a contact velocity scale is Rp=tc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
EY=qs
p
. For the damping
term, mij is an equivalent mass of the contact ¼ mimj= mi þ mj
 
and there is an equivalence between the damping coefficient and
the coefficient of restitution Cres,
exp
apﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 a2
p
 
¼ Cres (7)
In these studies the value a ¼ 0:07 has been used, which corre-
sponds to Cres  0:8.
For the present simple shearing flow, with sliding of the lower
surface at Vz, the carrier fluid velocity assumed to be given by,
vf ¼ tfxex þ tfyey þ tfzez; tfx ¼ Vx 1
z
Lz
 
; tfy ¼ tfz ¼ 0 (8)
and vorticity (rotation of a fluid element), to be used below, is as
shown:
xf ¼ 1
2
r vf ; xfy ¼ VxLz ; x
f
x ¼ xfz ¼ 0 (9)
The viscous drag force and moment on a particle depend on the
relative velocities and rotation between the fluid and the particle
and according to Faxen’s laws [38] are given by:
Fig. 2 Schematic of the Bingham Model, yield stress varies
with magnetization
Fig. 3 Domain of the simulations
Fti ¼ 6pgf Rp vf  vpi
 
;Tti ¼ 8pgf R3p xf  xpi
 
(10)
The magnetic forces and torques are calculated as described below.
A field strength Hext is applied across the film, Hext ¼ Hzez ¼ Hez
(H being the magnitude). The units are amperes/meter and in a
long solenoid coil, Hzez would be the number of turns per meter
multiplied by the current. There are several alternative terms used
for H (e.g., magnetic intensity vector, but often it is just referred to
as ‘H’). In any case, it is the magnetic quantity solely dependent
on external inputs, rather than properties of the materials, and is
thus user-controlled.
When an external field Hext is applied to a ferromagnetic me-
dium, a magnetization M occurs. The resulting field B equals
l0 HþMð Þ, but M  H so Bext is essentially equal to l0Hext. For
ferromagnetic materials, the phenomena of saturation and hystere-
sis occur, see Fig. 4. The vertical axis is essentially the magnetic
field B. When an external field Hz is first applied, the ferrous do-
main becomes magnetized from zero (solid line) eventually attain-
ing a saturation value, Msat. When the field is reduced, the
magnetization of the medium follows a different curve (dashed
line) with a residual value at Hz ¼ 0, i.e., permanent magnetiza-
tion. If the direction of the field changes, the magnetization curve
undergoes a loop (not shown). If Hz  0 as in this study, and the
applied field is seen to cycle between zero and a positive value at
saturation (off/on), the magnetization traverses the dashed line.
In the present preliminary study, a three domain curve-fit to a
magnetization curve shown in Fig. 5 is used to model only the ini-
tial magnetization curve. The curve-fit has the form:
Mh0:1Msat : M ¼ a1H þ a2H2
0:1Msat  Mh0:95Msat : M ¼ b0 þ b1H þ b2H2 þ b3H3
M  0:95Msat : M ¼ Msat þ c1H1
(11)
in which the eight constants Msat; a1;…; c1 are found from experi-
mental data for iron and patching together the three regions. The
three-domain procedure and the information from which the parame-
ters are extracted are presented in Ref. [39]. The parameter values are
as follows: Msat ¼ 1:273106 [A/m], a1 ¼ 200 [-], a2 ¼ 220 [m/A],
b0 ¼ 0:1427106 [A/m], b1 ¼ 12:31103 [-], b2 ¼ 37:96 [m/A],
b3 ¼ 0:03965 ½m2=A2	, and c1 ¼ 20:42106 ½A2=m2	. In the above,
M represents the magnitude with M ¼ Mzez ¼ Mez. It appears that
this is the first time such a three-domain magnetization curve has
been applied to DEMMR simulations.
The magnetic dipole moment vector of a particle is simply the
product of the volume and the magnetization in a uniform field
m ¼MVp. If a magnetic dipole mj is located at a source point rj,
the field at another point ri is given by,
r0 ¼ ri  rj; e0i ¼
r0
r0j j ; B ri; rj
  ¼ l0
4p
1
r03
3 mj 
 e0i
 
e0i mj
 
(12)
B rið Þ ¼
Xnm
j
B ri; rj
 þBext; Fmi ¼ r mi 
 B rið Þð Þ;
Tmi ¼ mi  B rið Þ
(13)
As in the case of evaluating the mechanical contact forces on a
particle, after a small increment of time in the simulations Dt, the
updated particle positions may indicate magnetic interaction of
particle i with, particles j to nm, nm being the number of magnetic
‘contacts.’ In theory, each particle interacts magnetically with ev-
ery other particle, but the influence fades rapidly according to the
separation distance cubed. For this reason, and with the same con-
cept that is done for interaction forces in molecular dynamics sim-
ulations, an effective magnetic radius of six times the actual
particle radius is used, Rm ¼ 6Rp. The DEM program structure
calculates magnetic contact between particles just as it does for
physical contact, as described in previous studies. Equations (12)
and (13) above are found in many texts on electromagnetics such
as Griffths [40].
4 Simulation Results
4.1 Visualizations. The iron MR particle radius used is
Rp¼ 2 lm (density qP¼ 7500 kg/m3), and the wall particle radius
Fig. 4 Typical magnetization curve of a ferro magnetic material
Fig. 5 Magnetization curve used in present model
is Rx¼ 2:5 lm. A saturation value of the external magnetic field
is used, either ‘on’ or ‘off.’ The domain in the direction of sliding
is Lx¼ 125lm (25 wall particles), in the span-wise direction
along the film into the plane of the paper Ly¼ 25lm (5 wall par-
ticles). The carrier fluid is assumed to be water, gf ¼ 1.0 mPa s,
qf ¼ 1000 kg/m3.
In first simulation results portrayed, there are ten particles in
the carrier fluid, and in the cross-film direction Lz¼ 40lm (10
MR particles). The external magnetic field is applied between the
two walls and there is no surface shearing motion. Results are
close to what is expected: after about 6ls in simulated time one
can see that the particles are aligned vertically, Fig. 6.
Starting from the magnetized state with ten particles aligned, the
lower wall starts to move at a velocity of V2¼ 0.122 m/s. The
shearing results are also close to what is expected - the particle
chain inclines to a limit angle around 80 before jumping to the cor-
responding neighboring location at the wall particles. This change
of the angle between the column of particles and the vertical axis
corresponds to an increase in force on the upper wall, Fig. 7.
The next image presented is the practical case of shearing ve-
locity Vx¼ 0.488 m/s, film thickness Lz¼ 69:6 lm (about 14 MR
particles) in the presence of a saturation magnetic with 28% vol-
ume fraction of MR particles. This volume fraction is in the range
of industrial applications. The shear rate shown is _cz¼ 7000 s1.
In this case, the particle column structure is not apparent to the
human eye from a given y-plane, although presumably multiple
chains are constantly in the process of forming and breaking. The
steady mode is reached after 2 106 iterations or 50 ls of simulated
time (see Fig. 8). If the external magnetic field is suppressed, in
the steady mode, the tangential force Fx equals 5.40 10
6 N, and
the shear stress szx equals 1.73 kPa, which gives an off-state vis-
cosity of 0.25 Pa-s. All these results are similar to those of recent
experiments [14–16], but conditions are not exactly the same so a
direct comparison is not meaningful.
4.2 Predictions of Global Rheological Behavior. Numerous
simulations have been performed with the parameters of Figs. 6–8
above - the particle volume fraction is 28%, the domain is
Lz¼ 125lm (25 wall particles), Ly¼ 25lm (5 wall particles), and
Lz¼ 69:6 lm (about 14 MR particles). The particle size and den-
sity are those used above, and the simulated viscous fluid has the
density and viscosity of water. The surface velocity is varied
for the different runs, which has the effect of varying the shear
rate. The external applied magnetic field has the value l0H
ext
z ¼ 0.01
N/A 
m¼ 0.01 T, which has been empirically found to be sufficient
to cause saturation in the global behavior, i.e, for given conditions,
nofurther increase in shear stress is evidenced for an increased applied
field. Mean shear stress and shear rate were calculated in the manner
described above.
Figure 9 shows some typical behavior of the evolution of shear
stress with the number of iterations, which is proportional to simu-
lated time. The magnetic field is applied, and the shear rate is
about 104 s1. There are 2 106 iterations, which represent about
50ls of simulated time. The simulations are time-consuming - a
run like that shown takes about five days. Consideration of mag-
netic force slows the DEM program down considerably, by a fac-
tor of 200 or so. In the magnetic case, a given particle interacts
with all particles within six times its radius. In the non-magnetic
case, a particle only interacts with those with which it actually
collides. A data point is captured every 1000 iterations as shown
in Fig. 9. Moving averages of the last 100, 250 and 500 data
points are shown (averages of the last 105, 2.5 105, and 5 105 iter-
ations, respectively). The data continue to oscillate, but the last
Fig. 6 Alignment of a column of particles in the MR fluid -
applied magnetic field with no shear; evolution with time shown
from left to right
Fig. 7 Shearing of a column of particles in the MR fluid - applied magnetic field;
evolution with time shown from left to right
500 moving average is fairly well-behaved. For the results por-
trayed below, the moving average of the last 500 data points at the
2000th point have been used.
Computed shear stresses have been plotted with and without
the external magnetic field in Fig. 10. In the absence of the mag-
netic field, the fluid is Newtonian: the shear stress is linearly pro-
portional to shear rate and falls to zero in the absence of shearing.
The effective viscosity of the mixture is about 0.143 Pa-s: many
times greater than water itself (0.001 Pa-s). This indicates that the
fluid phase encounters some 140 times greater resistance to flow
through the dense ensemble of particles confined between the
walls, than to flow between the walls alone. When the magnetic
field is applied, results are close to Bingham model in the range
shown. The yield shear stress s0 in the ‘on’ mode is about 9.7 kPa,
and the viscosity parameter g0 is about 0.328 Pa-s.
An interesting way to present the current results is in terms of
Mason number Ma:
szx ¼
szx Hextz
 
szx Hextz ¼ 0
  ; Ma ¼ gf _czx
l0lrM2z
(14)
Mason number [18] is proportional to the ratio of viscous to mag-
netic forces. There are several alternative versions of Mason num-
ber; in particular, the number shown may be preceded by different
coefficients. In Eq. (14), a MR fluid relative shear stress is also
defined: the shear stress in the ‘on’ magnetic state divided by
shear stress in the ‘off’ state. When magnetic forces dominate
(low Mason number) the on shear stress is about 100 times the off
shear stress. At large Mason number, the relative shear stress
approaches one. Even with the external field on, the viscous
effects overwhelm the magnetic.
5 Conclusions
This study has shown that the DEM is a useful tool to characterize
MR fluids. A discrete element code has been modified to model the
magnetic behavior of ferromagnetic particles. A three-domain
characterization of the magnetization curve up to saturation has been
used. Simulations have shown that MR fluid behavior consistent
with that of experiment, has been recovered using this code. As
Fig. 8 Shearing of a column of particles in the MR fluid with applied magnetic
field
Fig. 9 Simulation results: typical shear stress evolution with
time - the behavior of moving averages
Fig. 10 Simulation results: shear stress versus shear rate - the
‘off’ condition (no applied magnetic field) is the lower curve,
the ‘on’ condition (applied external magnetic field) is the upper
curve
Fig. 11 Simulation results: ratio of ‘on’ shear stress to ‘off’
shear stress versus Mason number
observed in real MR fluids, there is a dramatic increase of effec-
tive viscosity when an external magnetic field is applied. More-
over, stresses and viscosities in the simulations are in the range of
application and experiment which is promising for future use of
this simulation technique. An advantage of numerical experiments
as those presented herein is that many orders of magnitude of
behavior can be treated at one time. Experimental results similar
to Fig. 11 appear in the literature, e.g., [14–16] but over a far
more limited range of behavior.
Many future uses and improvements of the model are readily
envisioned. It would be interesting to describe the magnetization
process of particles without neglecting the hysteresis loop and
dynamic effects. For further significant advancement (more par-
ticles, partial magnetization) an optimization of the code, perhaps
through parallelization, would be desirable if not necessary. It
would be also interesting to consider the influence of surfactant
and additives in order to more accurately simulate commercial
MR fluids. Finally, a full coupling of the fluid mechanics of the
solvent phase to the particle behavior would be highly desirable,
but seems out of reach in the near term.
Nomenclature
B¼ magnetic field vector (flux density) N/A 
m
e¼ unit vector indicating direction -
EY ¼ elastic (Young’s) Modulus N/m2
F¼ force vector N
H¼ magnetic field vector (magnetic intensity, applied
field) A/m
Lx; Ly¼ lengths of domain surface m
Lz¼ length across domain (film thickness) m
m¼ magnetic dipole moment vector N
m2
M¼ magnetization vector A/m
R¼ radius m
t¼ time s
T¼ Torque (moment) vector N 
m
v¼ velocity vector m/s
ti¼ components component m
V¼ surface velocity vector m/s
x¼ position vector m
xi¼ rectangular coordinate component m
x; y; z¼ coordinate in sliding direction, spanwise direction,
across the film m
_ckl¼ rate of strain tensor component, Eq. (1) 1/s
_c¼ rate of strain magnitude, Eq. (1) 1/s
d¼ interference (penetration) of particle contact m
g¼ viscosity N 
 s/m2
g0¼ viscosity parameter in Bingham model N 
 s/m2
l0¼ magnetic permeability in a vacuum¼ 4 p 107 N/A2
lr ¼ relative magnetic permeability, ratio of permeability
to vacuum permeability -
sij¼ extra stress tensor component N/m2
s ¼ stress tensor magnitude, Eq. (1) N/m2
s0¼ stress parameter in Bingham model, Eq. (2) N/m2
x¼ rotation vector 1/s
Subscripts, Superscripts
f ; p¼ fluid, particle
i; j¼ particle i, particle j
k; l¼ vector, tensor components
m; n¼ summation indices
c; v;m¼ contact, viscous, magnetic
x; y; z¼ coordinate in sliding direction, spanwise direction,
across the film
n; t¼ normal, tangential
Vector quantities are represented as follows:
V ¼
X3
k¼1
Vkek ¼ Vxex þ Vyey þ Vzez; V ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
V2x þ V2y þ V2z
q
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